K1L-D-12009A

BY-S Firmware Update Tool Instruction Manual (for UPS Service Driver)

<For “BY-S Firmware Update Tool v3.exe">

<Caution>
This Instruction Manual is described for users who use “UPS Service Driver (USB version)”.

And if you use OMRON's Virtual COM Driver with your own software, use this Instruction Manual.

If you use PowerAct Pro or Simple Shutdown Software, or if you are not using the UPS monitoring software,

refer to the separate "BY-S Firmware Update Tool Instruction Manual (for General Users) No.
K1L-D-12008)".

This firmware update tool (*) (hereinafter called the “Update Tool”) is a program to update the firmware of
BY35S /BY50S / BY80S / BY120S (hereinatter called the “BY-S”) for the correction of problems. The BY-S
firmware can be categorized into two types of firmware; the "main firmware" that controls the BY-S
operations and the "USB firmware" that controls USB communications. The Update Tool automatically
determines which firmware should be updated.

Please follow the messages shown by the Update Tool and the instructions in this manual for updating.

* Firmware - Internal programs incorporated into the BY-S series UPS main unit.
Firmware update : Rewriting the firmware.
Update Tool : Programs to rewrite firmware
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[Precautions]

* The Update Tool is dedicated to OMRON's BY-S (BY35S / BY50S / BY80S / BY120S). Do not use it for
products other than BY-S.

* Follow the instructions described in this manual for updating firmware. Incorrect operations in updating may
result in failure of the BY-S.

* The Update Tool can be used for only one BY-S product at one time. If you have more than one BY-S, you
must update them one by one.

* This manual uses screenshots of Windows 7. Actual screens that appear on your computer may differ,

depending on your OS and computer settings.

[System Requirements]

The Update Tool is dedicated to Windows OS. (Supported OS include: Windows XP/Windows Vista / Windows
7)

If your computer does not have a supported OS, such as Macintosh and Linux, please contact our Customer

Support Center as shown below.

—— <Caution>

If you are using security software (software to protect your computer from attacks such as computer
viruses), it may interfere with the update tool, resulting in operation failure of the update tool. Therefore
an error may occur during updating process.

To prevent an error during update, temporarily disable the functionality of the security software before
starting BY-S update processing.
For details on temporary suspension of the security software, refer to its instruction manual.

If you temporarily suspend the security software, be sure to resume the security software after BY-S
update processing.

OMRON Electronic Systems & Equipment Customer Support Center
FAX: +81-3-6718-3632

Email: omron_support@omron.co.jp

OMmRON 216
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1. Operating procedures
This manual describes the operating procedures as follows.

[ Checking the usage and preparation before use P4 ]
L1

[ Preparing the update tool P.6 ]
Ll

[ Firmware update P.8 ]
L1

[ Recovery to the used condition P.13 ]
L1

[ Completed ]
OomRON
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]2. Checking the usage and preparation before use
Check and perform the followings.
(1) Check if BY-S that you use needs a firmware update.
(2) Make a memo of computer’s USB port into which BY-S is connected.
(3) Make a memo of wiring of devices connected to BY-S.
(4) Prepare for an update.

Step 1) o] Example: BY35S/BY50S

Check that a red round label is not attached to the back
of BY-S, close to its serial number.

If the label is attached, it already has new firmware
applied and an update is not required.

| Identification label r

Step 2) <Updating the firmware using a computer>

If you are using [UPS Service Driver (USB version)], make a
memo of the location of the USB ports (USB ports of your
computer) that you use. | Unused USB ports |
(You need to put the connection back to the original
condition after update).

This is not necessary if you are not using [UPS Service Driver (USB version)]

or if you update the firmware using other computer.

<Example of UPS ports of a computer>

Step 3) <Updating the firmware using a computer> |
Reconnect the USB cable that connects BY-S and a computer
to other unused USB port.

Used USB port

If you are not using [UPS Service Driver (USB version)], or if you use other computer to

update the firmware, this process will be done on Step 6).

f

Step 4 — ]
Mpak)e amemo of all the wiring of the power cables of Example: BY35S/BYS0S o |
the devices connected to the power supply output Power suppl
receptacles of the BY-S. outlet
(After updating, it will be needed to put the connections back
to the original condition.)

Shut down all the connected devices (shutting down the computer, etc.),

and then remove the power cables of the devices from BY-S.

R (e

r“'!l _
¥

o E! | !

Step 5) ]
Check that the BY-S power cable is plugged in to a ""FLELLDR ~ Example: BY35S/BYS0S
commercial power supply (wall socket). ( m ) F:>
Turn OFF the power switch of the BY-S. \%E.@/' 1

If done correctly, the display on the BY-S should be as

shown in the photo on the right. /,,.-
Power switch [
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Step 6) <Not using [UPS Service Driver (USB version)], or using other computer to update the firmware>
Connect the BY-S to a computer used for the update
with a USB cable.

0 il
Step 7) o O
Plug in the power cable of the computer used for the i C'D
update to a commercial power supply (wall socket), Commercial Computer =
and start up the computer. power supply
(wall socket) | |

OMmRON 5/16



K1L-D-12009A

3. Preparing the update tool
Make preparations to update the BY-S firmware.
If you downloaded the update tool from the site, go to 1), if you obtained the CD-ROM version, go to 2).

1) If you downloaded it from the site
Windows XP:
Decompress the downloaded compressed file (BY-S Firmware Update Tool_E_E.zip) on your desktop.
Windows Vista/ 7:
(1) Move the downloaded compressed file (BY-S Firmware Update Tool E_E.zip) to your desktop.

i

(2)-1 Theicon of the downloaded compressed file is

1) Right-click the compressed file, and select [Extract All].

2) Click [Browse].

3) Select Desktop and then click [OK].

F R
Select a destination g

Select the place where you want to extract the selected
item{s). Then dick the OK button.

< | Desktop| D
I 5 Libraries

| & omron

& 1M Computer

) [ “j Metwork
4) Click [Extract].

_ To view subfolders, dick the symbol next to a folder.

Select a Destination and Extract Files
Make New Folder ( OK )[ Cancel

Filgn will be axiracted to the [older

e\ gmac Detktop

¥ Shew exteacied il whes complete
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(2)-2 Theicon of the downloaded compressed file is not

1) Double-click the icon of the compressed file to decompress the file.
2) Follow the instructions on the screen.

e
S PR — = — - w
An image of the desktop after
extraction
After the decompression of the downloaded file is complete on
the desktop, go to [ 4. Firmware update ] on the next page.
2) Using a CD-ROM
Duble-click “English” folder on the CD-ROM. p - = Fon el
RS ]

Then, Right-click the "BY-S Firmware Update Tool" folder on the CD-ROM, and select [Copy].

Send to

Cut n

BY-S

Firmware

Create shortcut Update Toal

Delete

Right-click on your desktop, and select [Paste].
Refresh

Paste shortcut
Undo Copy Ctrl+Z

After pasting the "BY-S Firmware Update Tool" folder on your desktop, go to [ 4. Firmware update ] on the
next page.

*You cannot directly use the update tool on the CD-ROM.
Be sure to move the tool to a location where read and write can be performed.

OMmRON 7116
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4. Firmware update

Update the BY-S firmware.

There are two BY-S firmware; "Main Firmware" and "USB Firmware".
The update tool will automatically judge which firmware should be downloaded.

Step 1)

e
Double-click the [BY-S Update Tool v3.exe] icon under the “BY-S Firmware Update Tool” folder on your

desktop.
The Update Tool will start.

Step 2)
Click the [(1) Check] button.
B Rv-5 Farrrrovare Update Tool [==E
() Check
Progress: 0%
#F|eaze check the status indicator shows "=-7,
#F |ease check a USB cable connect to UPS and Computer,
Step 3)

A message appears that notifies you if a main firmware update is required or not.

(1) If the message says that an update is required:

(2) If the message says that an update is NOT

The message shown below appears.
Click the [OK] button on the message window.

B<5 Firmevare Update Tool

Ji, Fiease chok (2} Main Fumeece Update” button.

* This message window may not be displayed depending
on the firmware type used.

Click the [(2) Main Firmware Update] button.

(2) Main Firmware Y
Update

e —————

5 - Famweae Ui Tosl

(1) Cheeck:

Frogress:

Pleaze clidk "(2) Main Firmeare Uedate™ button.
1t takes about B mirudes

Click the [(2) Main Firmware Update] button.

required:
The message shown below appears.

Click the [X] button at the top right of the Update
Tool to close.

{4 Vo ezt Nl

des | ; ]
Mo s

PR
fo update the firmare
closs the 8Y-5 Ledats Bool

Fleass

| No need to update the firmware. |

Click the [x] button, and then go to
[ 5.Recovery to the used condition ]
on page 13.

Main Firmware update will start.
The update will take about 6 minutes.
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<Progress of update>
B8 -5 Fiermavare Update Teal —
Frogress: || v 4

Il}klxht ing Main mw;ﬂ b e et o G, (R The progress of the update is
it i "t i t it : o
Cabile of 1FS and LB rob o and oo o | oker switen o @=r | indicated by a blue progress bar.

* During main firmware update, the BY-S shall display "F5".

Example: BY35S/BY50S

T T

If an error occurs during update,
refer to [ 6. If an error occurs during update ] on page 15.

Step 4)
The message shown below appears when main firmware update has finished. Perform the following steps.

BY-5 Firmware Update Tool @

. Main Firmware Update finished
__I; (1) Please plug out the AC Power Cable of UPS from an outlet of AC
line.
(2) After the status of indicator of UPS disappeared, please plug in the
AC Power Cable of UPS to a outelet of AC line.

Commercial power

supply (wall socket)

@ ==
p’p | -

(1) Unplug the BY-S power cable from the wall socket. -

(2) After several seconds, check that the BY-S display ~ -----
has turned OFF.

(3) Plug the BY-S power cable into the wall socket.  ~._

(4) Click the [OK] button. N

BY- 5 e Update Tesl ==

(3) commercial power
supply (wall socket)

Wiaan Farmaaaie Upsts liredad
l-. [0} Pl plusg £ast Wh AT Poswir Cabil of LIPS from an sutlet of AC

o
ne. o
23 Alter the status of indicator of UPS dsppeated, pleae plug inthe 00| EE3= S
o
1]

AL Pover Cabile of UPS 10 & eatelel of AC bre. _
]
C=1D
—1
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Step 5)
The message on the right appears.

Check that the BY-S display now shows "- -".

Click the [OK] button.

B3 Firmware Update Tool

=

]. . Please check the status indicator whether it shows™-".

Step 6)

When the message on the right appears, click the [OK] button

then the [(1) Check] button on the Update Tool.

K1L-D-12009A

B3 Firmware Update Tool

===

]. . Please check the status indicator whether it shows™-".

. QK

Example: BY35S/BY50S

X5

BY-5 Firmware Update Tool

I_\ Please click "(1) Check" button.

I/ \
e
\/

BB Firmware Uedate finished.

A 6-5 Fimnwase Update Teel =& @
<¢ Chacl
Progress: 0k

Step 7)

A message appears that notifies you if a USB firmware update is required or not.

(1) If the message says that an update is required:

(2) If the message says that an update is NOT

The message shown below appears.
Click the [(3) USB Firmware Update] button.

required:
The message shown below appears.

Click the [X] button at the top right of the Update
Tool to exit.

Fe et
Please click "3 58 F|rmeare Undafe™ button
It takes about | mirte

| Click “(3) USB Firmware Update” button. |

The USB firmware update will start. It will take
about 1 minute.

OmRON

| No need to update the firmware. |

Click the [x] button, and then go to
[ 5.Recovery to the used condition ]
on page 13.
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<Progress of update>

B Bv-5 Firrware Update Tool =
Progress: | 12% T -
ey 3T The progress of the update is
I tirng i rmmaAre. FH
Flease wait a while and don't touch the Power Switch of UFS, AC Power —I indicated by a blue progress bar.
Cable of UFS ard LEE cable and so on.

Example: BY35S/BY50S

During USB firmware update, the BY-S display T ML
remains - -". (

Q
I 1

If an error occurs during the update,
see [ 6. If an error occurs during update ] on page 15.

Step 8)
The message shown below appears when USB firmware update has finished. Perform the following steps.

BY-5 Firmware Update Tool @

USB Firmware Update finished

l % (1) Please plug out the AC Power Cable of UPS from an outlet of AC
line.
(2) After the status of indicator of UPS disappeared, please plug in the
AC Power Cable of UP5 to a outelet of AC line.

91) Commercial power
- supply (wall socket)

1| 3=
(1) Unplug the BY-S power cable from the wall socket. *~ i°g | =)

Example: BY35S/BY50S

(2) After several seconds, check that the BY-S display ~  ----- 2
has turned OFF.
(Be sure to check that the display has turned OFF
before going to (3).)

(3) Plug the BY-S power cable into the wall socket. ~.

(4) Click the [OK] button. () commercial power
V-5 Fmweaee Usdste Teel = supply (wall socket)
USE Freware Update Trihe
i, (1) Plosve iy ot o A, P b o UPS o a it o AC i’ = ey
j’.':f;:,':'.:f.'.’-fﬁf&?:ff:..::;:xuf:.'""tﬁ""“'“'"'m (N} _
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Step 9)
The message as shown on the right appears. B Firmware Updete el =

1 . Please check the status indicator whether it shows™-".

. oK

Example: BY35S/BY50S

Check that the BY-S display shows "- -".

Click the [OK] button.
BY-5 Firmware Update Tool = =
N—

1 . Please check the status indicator whether it shows™-".

Step 10)
When the message as shown on the right appears, click the [OK]

button then the [(1) Check] button on the Update Tool.

BY-5 Firmware Update Tool @I

L Please click "(1) Check" button.

B 0.5 Furevaare Uipdate Tool = =
(1) Check C o J
Progress: 0%
LB Firmware Update finished.

Step 11)
Check that the message "No need to update the firmware. Please close the BY-S Update Tool." appears, and

click the [x] button at the top right of the tool to close.
T8 BY-5 Firmwace Uipdate Tool = E( ]

4] Check | : | |

Progress: 0%

deﬂe the fimwuare.,
< Fleaze close the BY-5 Ledate tool.
\
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’5. Recovery to the used condition
This section describes how to return to the original connecting condition after completing the update.

I:@
]

Recycle Bin

Step 1)
The firmware update tool that you have used cannot be used for a purpose '!
other than updating the firmware.
When you finish updating the firmware for BY-S, delete the downloaded [BY-S
Update Tool.zip] and the [BY-S Firmware Update Tool] folder and all the files in
its folder.

BY-5 Update
Tool

Step 2)
Shut down the computer used for the update. Commercial power
supply (wall socket)

Stzp 3|) he BY-S ble from the wall sock e HE
t - tl t. 0
nplug the power cable from the wall socke | ==
Step 4) Example: BY35S/BY50S
See the memo made on Step 4) on page 4 to put the devices that :55:% 0 ]
have been connected to a computer or other BY-S back to the original —

condition. ==
—-
)
=

<Example of UPS ports of a PC>

Step 5) <Only for users who use USP Service Driver (USB version)>
Refer to the memo made on step 2) on page 4 to connect the USB
cable to the originally connected UPS port of the computer.

A USB port that
has been used

Step 6) )
) Commercial power
Plug the BY-S power cable into the wall socket. supply (wall socket)

00| EE3= S
g7 | 4

Example: BY35S/BY50S

13/16
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Step 7 —
Turn ON the power of the BY-S. (
If the BY-S shows the display shown in the photo on the right for 20
seconds or less, it is operating normally.

A (=)

Power switch

The battery replacement
lamp will turn OFF,

[ If you encounter a battery weak indication blinking when starting up the BY-S, ]
contact our Customer Support Center. (Refer to page 16 for contact information)

Step 8) <Only for users who use USP Service Driver (USB version)>

Click the "Safely remove" icon ( H ) on the task tray at the bottom right of the desktop screen of your

computer. The message [Safely remove OMRON UPS Virtual COM (COM3)] appears.
Do not remove it yet.

I Safely remove OMRON UPS Yirtual COM (COM3) m

This is the end of the operating procedures.
Thank you for updating the BY-S firmware.

OmRON 14/16
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]6. If an error occurs during update

1.

2.

If an error occurs during main firmware update

The message shown below appears. Click the [OK] button to proceed.

-5 Firrerwaee Update Toal

KAzin Firmwcare Update Emor.

L) Please plug out the AC Power Cable of UPL feom an putiet of AC e
i wa g whale until the stebus of indicater of UPS deappesred. (i
takes pinout 30 e

[2) Please plug m the ST Power Calsde of UPS bo an cotlet of AC line i
the: status of indicator of UPS show °- -°, please press (1) Check”
button.

(3} F pop up the meszage “Main Fimmware updete emor®, please select

L

“Yes® bartton and starts sgain firmware updste.
-y

(1) Remove the USB cable, unplug the BY-S power cable from
the wall socket and wait until the BY-S display disappears.

(It will take about 30 seconds to disappear)

(2) Insert the USB cable to the same USB port, and plug the
BY-S power cable to the wall socket, and click the [(1)

Commercial power
supply (wall socket)

00| E83==
g | -y

Example: BY35S/BY50S

Check] button.
T ———— SRR Commercial power
supply (wall socket)
o N 0’| &= m—
oK e
Firmmare Update Error L

(3) When the message "Main firmware update error . . ." appears, click [Yes] to resume update.
This operation must be done while the BY-S displays "F5" (for about 30 seconds).

BY-5 Firmware Update Tool

e Main fammware Update Emer, Do you update agaen the main firmreare?

M

£

(4) Go back to step 3) on Page 8 to proceed.

Contact our Customer Support Center.

If an error occurs during USB firmware update

Example: BY35S/BY50S

| B T it Ted

L v siditarag Vi ik
Phackas § contct then baskos st candin
GRARCI FLIC TRONIC SrETIM R LOUSPRAENTS DATEC CLR DOME
WPROET CINER

ERtad pmeon tppetBermonan g
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[Contact Information]
If you have any questions or concerns, contact our Customer Support Center.

OMRON Electronic Systems & Equipment Customer Support Center
FAX: +81-3-6718-3632

Email: omron_support@omron.co.jp
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